PIPE MARKING GUIDE to the ANSI/ASME A13.1 - 2015 Standard for the Identification of Pipes 


Color Code 


MATERIAL PROPERTIES 


LETTER COLOR ON FIELD COLOR EXAMPLE 


FLAMMABLE OR OXIDIZING 


Black on Yellow 


Fluids with vapors that will burn in air, or fluids which cause other materials to burn 


COMBUSTIBLE 


Fluids that may burn but are not flammable 


White on Brown 


TOXIC OR CORROSIVE 


Black on Orange 


Fluids which are corrosive or toxic or will produce corrosive or toxic substances 


FIRE QUENCHING White on Red 


Water and other substances used in fire-fighting systems 


OTHER WATER White on Green 


Any other water, except for water used in fire-fighting systems 


COMPRESSED AIR White on Blue 


Any vapor or gas under pressure that does not fit a category above 


DEFINED BY USER 


Black on White 


DEFINED BY USER 

White on Black 

DEFINED BY USER 

White on Purple 

DEFINED BY USER 

White on Gray 


4HYDROGEN4 


CANOLA OIL 


NITRIC ACID^ 


►SPRINKLER WATER! 


BOILER WATERi 


COMPRESSED AIRi 



DEFINED BY USER 


-4 

DEFINED BY USER 

-4 


DEFINED BY USER 



DEFINED BY USER 



Other color codes may also be acceptable, as long as your choices are consistent and documented, and the affected workers are trained to 
understand the system. 


Pipe Marker Text 


Use clear and simple terms to identify the contents of each pipe. 

• Text should be easy to read from a distance 

• Use a sans-serif font such as Arial or Helvetica 




Place Markers: 

• To indicate direction of flow by labeling with arrows atone or both 
ends of the label 

• To be visible from the point of normal approach 

• Near valves, flanges, and changes in pipe direction 

• Both sides of ceiling, wall or floor penetrations 

• At any line entry or re-entry point 

• Every 25' to 50' on straight 
pipe runs is typical 



Pipe Marker Size Chart 

Letter and label dimensions in accordance with pipe diameter 


OUTSIDE PIPE DIAMETER 
INCLUDING COVERING 

RECOMMENDED 
MINIMUM LABELSIZE 

TEXT 

HEIGHT 

.75"-1.25" (19-32 mm) 

1" X8" (25 mmx203mm) 

.5" (13 mm) 

1.5"-2" (38-51 mm) 

1" X8" (25 mmx203mm) 

.75" (19mm) 

2.5"-6" (64-152mm) 

2" X 12 " (51 mm x 305 mm) 

1.25" (32 mm) 

8"-10" (203-254mm) 

3"x24" (76mmx610mm) 

2.5" (64mm) 

Over 10" (over254mm) 

4" X32" (102 mmx813mm) 

3.5" (89 mm) 


NOTE: It is recommended that pipes less than .75" in diameter be labeled with a permanent tag. 
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Create Pipe Markers with 

DuraLabel 


INDUSTRIAL LABEL & SIGN PRINTERS 




Create your own signs and labels to increase effectiveness through 
customization, and reduce the cost and time delay associated with 
ordering from an outside service. 




If labels made with DuraLabel Premium Vinyl fail within 
five years of the purchase date, we will provide a one-time 
replacement roll of the same supply. For details on 
DuraLabel Warranties, visit DuraLabel.com/warranty 


TOUGH 


TESTED 


fr/£D QV^ 


H DuraLabel Toro - Standalone unit complete with 
keyboard, touchscreen, and software. No network 
needed. Get the battery and print anytime, anywhere 
with V 2 " to 4" tape widths. 


Increase efficiency at your facility with signs and labels that identify pipes, 
valves, flanges, tanks, and actuators. Durable indoor/outdoor vinyl tapes 
and ribbons are easy to load, UV-resistant to prevent fading, and available 
in a variety of colors. 


DuraLabel Kodiak - Multi-color, standalone printer 
complete with touchscreen, wireless keyboard, 
and compliance software. No network needed. 
Create visuals with 4" to 10" tape widths. 


DuraLabel Bronco- Simple, 
compact, fast label production. 
Use label supply from V2" to 4" 
tape widths. 



SAVE 


when you order a 
DuraLabel Pipe Marking Kit 


Call Today! 

877.534.5157 


We can customize your kit. 


Pipe Marking Accessories 


Pipe Grabber™ Sleeves 



Clear plastic Pipe Grabber Sleeves 
provide a clean surface for pipe 
marking labels, enabling users to 
identify dirty, oily, rusty pipes. Labels 
are applied directly on the sleeve, 
then the sleeve curls tightly around 
the pipe. 


DuraTag™, Slot Puncher, and Cable Ties 

For difficult to label pipes or 
situations where adhesive labels 
are not appropriate, we offer the 
Slot Puncher and Cable Ties. 

Simply print your custom label 
onto DuraTag Tag Stock, use the 
Slot Puncher in each corner of 
your label, and secure to pipe with our Cable Ties. 



Pipe Marker Applicator 

Need to extend your reach? Label pipes up to 20' 
without the aid of ladders, lifts, or scaffolding with the 
Pipe Marker Applicator. Apply labels between widths 
of V 2 " and 4", and lengths of 6V2" and 4'. 


Heavy-Duty Valve Tags 



Label pipes and valves easily with our Heavy-Duty Valve Tags. 
Tags provide a rigid base for your label, and have pre-drilled 
holes to hang with cable ties. Great for small pipes as pictured 
and color-coding valves. 
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Start Labeling Pipes Today! 

877.534.5157 | GraphicProducts.com 



























